SERIE iCON i-10

LASER POWER 10W
WAVE LENGHT 10.6pm

MODEL ICON i-1010

115V / 230V
MAIN SUPPLY 50/60 Hz
(1 Phase + N ) 300VA
DIMENSIONS 632.5mm x 126.15mm x 183mm
WEIGHT Net weight: 10 Kg

Gross weight: 12 Kg

SYSTEM CABINET

FOCAL
SPECIFICATIONS

Laser, Scanners, Power Supply,
Control Electronics and Computer
built into the laser system

Working Focal Marking Beam Diameter
Distance Distance Area
95mm 100mm 30x30mm <360u - S
pm: microns S:Standard 0O: Optional Built in 90° marking

SOFTWARE

SCANLINUX from V4.2.5 and higher

USER INTERFACE

Touch Screen

CONTROL Touch Screen with ScanLinux software
MARKING CO, Sealed laser tube
HEAD R.F. technology

Wave lenght: 10.6 microns

ACCESSORIES

Encoder kit - Floor stand - Photocell kit - External Touch Screen - Safety protection

Lens protection - Alarm kit - Fume extractor

ENVIROMENTAL
CONDITIONS

Sa

LASER
SOLUTIONS

10° C (50° F) to 40° C (104° F) external temperature

Humidity <95% non-condensing
No vibrations
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